
This is a delicate and technical 
process. If you are not confident in 
carrying out this repair please seek 
professional assistance. We cannot 
accept any liability for damage 
incurred during this process.

WARNING

INSTRUCTION MANUAL - Screen Replacement
Samsung Galaxy S4

KIT CONTENTS
◆ Replacement Glass 
◆ Pre-cut Adhesive Sticker/2mm 3M tape  
◆ 3 Screwdrivers 
◆ 4 Plastic Opening Tools 
◆ 1 Suction Pad 
◆ Tweezers 
◆ Microfiber Cleaning Cloth

ADDITIONAL TOOLS
◆ A Heat Gun or Hairdryer        
◆ Cleaning Solution (optional) 
◆ Adhesive tape (optional)

STEP 6 Using the plastic tools provided (use 
whichever ones you feel comfortable with) begin 
to pry the glass away from the body of the phone.

Start separating the screen from the top edge and 
work your way to the center, ungluing the whole 
screen from top to bottom. You can wedge some 
opening tools in the gaps where separation has 
started so that the glass does not re-bond with the 
glue.

If the procedure starts to become more difficult, just use the heat gun or hairdryer again to 
help loosen the glue.

Take your time with this, especially if the glass is badly smashed and there are lots of tiny 
pieces. These pieces could damage your digitizer.

The menu buttons at the bottom of the screen are glued to the glass, so be extra careful.

         Do not fully remove the glass at this point, lift the screen from the top to the bottom 
to the point where you can see the menu and return button cables. You can use the suction 
pad to help with this step. 

STEP 11 There are thin protective plastic layers on both 
sides of the glass. Remove the plastic from the backside of 
the glass. Take care not to touch this side of the glass, other-
wise you may leave finger prints or dirt on the surface. 

Place the new glass onto the phone, start from the bottom 
and make sure the buttons are in place.

STEP 12 Replace the battery, SIM card and memory card.

STEP 13 Replace the back cover and turn the phone on.

Your phone is now fixed – enjoy!

STEP 1 If your phone already has a screen protector attached, you 
are ready to go. If not, just cut a piece (or several pieces) of adhesive 
tape and place over the broken screen. This will hold all of the pieces 
together and make it easier to remove the glass.

STEP 2 Open up the case on the back of the 
phone. You can use one of the long opening tools 
to help you if necessary.

STEP 3 Remove the battery.

STEP 4 Remove the SIM and memory card. 

STEP 5 Using a heat gun or hairdryer, heat the 
edges of your phone. Do not heat your phone to 
temperatures in excess of 392°F (200°C).

If using a hairdryer the procedure may take up to 
an hour, so be patient!

If using a heat gun, set it to low and heat up the 
edges for about 3 to 5 minutes. Ensure that the gun 
is at least 3 inches from the phone.

Be very careful during this process as overheating could melt and destroy your digitizer. If 
you notice any discoloration, stop heating immediately.

This process melts the glue that holds the glass to the phone’s frame and display. You may 
notice an air pocket forming at this stage because the glue is starting to loosen. You will 
know when the glue has melted sufficiently when you are able to carry out the next step.

STEP 7 Using a prying tool, gently detach the 
two buttons from the underside of the glass.  Be 
aware of any shards of broken glass. If any small 
pieces of glass remain behind, you can remove 
them with the tweezers provided.

STEP 8 Remove the leftover adhesive from the 
inside of the phone and LCD. You can do this using 
an alcohol based cleaning fluid and the cleaning 
cloth provided.

STEP 9
Use the small, pre-cut 

button stickers provided to attach the buttons to the phone to keep 
them in place. Take care to line up the buttons accurately.

Carefully stick the pre-cut adhesive sticker to your phone. Use one of 
the long plastic prying tools to help you press the adhesive firmly to 
the phone.

Make sure the digitizer is spotlessly clean and dust free. Use the cloth 
provided and some cleaning fluid if necessary.

If using the pre-cut adhesive sticker

Cut two small 1mm pieces of the sticker tape and stick 
the buttons to the phone to keep them in place. Take care to line up the buttons accurately.

Carefully attach strips of adhesive tape along the edges of the phone. Use one of the long 
plastic prying tools to help you press the adhesive firmly to the phone. 

Make sure the digitizer is spotlessly clean and dust free. Use the cloth provided and some 
cleaning fluid if necessary.

If using a roll of adhesive tape

STEP 10 Take the speaker grill and bottom 
button from your old glass if necessary.
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Please read through these instructions carefully before attempting the procedure.


